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ALLOWABLE NUMBER AND WIDTH OF RESIDENTIAL VEHICLE CROSSINGS LEGEND
ALLOWABLE | max WIDTH max WIDTH SPECIAL CONDITIONS APPLICABLE (VEHICLE ¢
TYPE DESCRIPTION No. OF AT KERB W2 AT PROPERTY | (Al vehicle crossings are subject to relevant (VEHICLE CROSSING PROHIBITED LOCATIONS)
CROSSINGS INVERT BOUNDARY . . .
(W1) (W3) council approval.) NKL nominal kerb line
(face of kerb)
§ 1 Single garage 1 4.0m 3.0m 3.0m TP oo Tangent point on NKL
L 2 Double garage or more 1 4.0m 3.0m 5.0m Prohibited locations shown in a
- heavy line, based on AS 2890.1
L 3 Double garage or more 2 4.0m 3.0m 5.0m 1. min 40.0m frontage; ) ) . )
2 2. min 12.0m between two crossings. X The points morked X are either
D Double darade or at the mec'1|c1n on a divided rood',
4 CGrport gon groperty 1 5.0m 4.0m 6.0m Subject to cqrport/gqrqge qpproqu ﬁ)(;’o((j]tctehnirém;eerszﬁgO?heOf the main
boundary prolongation of the side road NKL
< ) Duplex with frontage 1 5.0m 4.0m 6.0m line on an undivided road.
- 20.0m or less
5
o 6 Duplex with frontage 2 5.0m 4.0m 5.0m min 7.0m between crossings.
greater than 20.0m
Vehicle Crossing
L General 4000 verge L
| Il
~Existing/future concrete path Stormwater kerb inlet Typical carpark bay |
~Kerb ~Dowelled expansion joint 3 1.0m clear of both sides \
Kerb and channel taper rlefer to RS—O6§ o of local area traffic
’rSmgle garage alignment 2 management devices :
\ |/] | Property boundary f i
(o]
Sle o L 1.0m clearance ‘.
2|E NOTE: < £ B from both sides
\ | 3 = s of pit lintel > 2
1S 1. Services & road furniture will not S ~ = =
7 1 | > be moved for Vehicle Crossings. Eo E = c e
T 2. This drawing to be read in S | s S S
+ I 3= 9 S | o 5 o
Z i g conjunction with RS—050. CLTP‘}'O ELTP‘*|° °l°TP&
‘ = S = =
< E < | g 2 NKL
2 ' g - - -
\ \ 08_ Refer sections A+B on %X X 6.0m 6.0m 6.0m
"§ Sl drawing number RS-050 Median Centreline of main road
1 . | NKL NKL
500 max vertical -
transition length - .
~ /! 60m o om
Sawcut fo allow clean removal 1500 \
of back of kerb and channel. Existing path to be saw cut and removed COLLECTOR ACCESS
prior to crossing construction. e e L e

—Existing/future concrefe path
refer note 23 on RS-050.
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