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SETOUT REQUIREMENTS

EXISTING/FUTURE CONCRETE PATH REFER
NOTE 23 ON RSD-101

W3 (MAX WIDTH AT
PROPERTY
BOUNDARY)

W2
(VARIES)

SINGLE GARAGE

DOUBLE GARAGE OR MORE

DOUBLE GARAGE OR MORE

DOUBLE GARAGE OR CARPORT ON
PROPERTY BOUNDARY

DUPLEX WITH FRONTAGE 20.0M OR
LESS

DUPLEX WITH FRONTAGE GREATER
THAN 20.0M

1

2

3

4

5

6DU
PL

EX
SI

NG
LE

  H
OU

SE
TYPE DESCRIPTION

ALLOWABLE No.
OF CROSSINGS

3.0M

5.0M

5.0M2

6.0M

6.0M

5.0M2

1

1

MIN 7.0M BETWEEN TWO CROSSINGS.

SUBJECT TO CARPORT/GARAGE APPROVAL.

1. MIN 40.0M FRONTAGE;
2. MIN 12.0M BETWEEN TWO CROSSINGS.

SPECIAL CONDITIONS APPLICABLE
(ALL VEHICLE CROSSINGS ARE SUBJECT TO

RELEVANT COUNCIL APPROVAL)

ALLOWABLE NUMBER AND WIDTH OF RESIDENTIAL VEHICLE CROSSINGS

1

1

3.0M

3.0M

3.0M

4.0M

4.0M

4.0M

KERB AND CHANNEL

XX

TP

TP

PROHIBITED LOCATIONS SHOWN IN A
HEAVY LINE, BASED ON AS 2890.1

THE POINTS MARKED 'X' ARE EITHER AT THE
MEDIAN ON A DIVIDED ROAD, OR AT THE
INTERSECTION OF THE MAIN ROAD CENTRELINE
AND THE PROLONGATION OF THE SIDE ROAD NKL
LINE ON AN UNDIVIDED ROAD.

NOTES:

VEHICLE CROSSING PROHIBITED LOCATIONS

COLLECTOR

TP

TP TP TP

TPTP

6.0m 6.0m

6.0M 6.0M 6.0M6.0M

6.0
M

6.0
M

6.0
M

6.0
M

SAWCUT TO ALLOW CLEAN REMOVAL
OF BACK OF KERB AND CHANNEL.

PROPERTY
BOUNDARY

STORMWATER
KERB INLET

TYPICAL CARPARK BAY

1.0M CLEARANCE
FROM BOTH SIDES OF
PIT LINTEL

1.0M CLEAR OF BOTH SIDES
OF LOCAL AREA TRAFFIC
MANAGEMENT DEVICES

MI
N

ACCESS

NK
L

NK
L

NK
L

NK
L

NKL NKL

NKL NKL

CE
NT
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LIN

E 
OF

 S
ID

E 
RO

AD

CENTRELINE OF MAIN ROADMEDIAN

LEGEND

NKL

TP

NOMINAL KERB LINE
(FACE OF KERB)

TANGENT POINT ON NKL

X

(VEHICLE CROSSING PROHIBITED LOCATIONS)MAX W1
(INCLUDES 500MM

TAPER, BOTH SIDES)

W
1

4.0M

4.0M

4.0M

5.0M

5.0M

5.0M

500 MAX
VERTICAL

TRANSITION
LENGTH

500 MAX
VERTICAL

TRANSITION
LENGTH

PROPERTY
BOUNDARY

KERB TAPER

W
2

W
2

W
1

SAWCUT TO ALLOW CLEAN REMOVAL OF
BACK OF KERB AND CHANNEL.

EXISTING/FUTURE CONCRETE
PATH REFER NOTE 23 ON RSD-101.

DRIVEWAY EDGE

NOTES:
1. W3 MAY NOT BE LESS THAN W2.

2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS SHOWN OTHERWISE.

ALTERNATIVE SETOUT (INTERNAL TAPERS)

KERB AND
CHANNEL

INTERNAL
KERB
TAPER

EXISTING PATH TO BE SAW CUT AND
REMOVED PRIOR TO CROSSING
CONSTRUCTION.INSTALL DOWELLED
EXPANSION JOINT REFER TO PCD-101
(BOTH SIDES)

ALTERNATIVE DRIVEWAY EDGE

EXISTING PATH TO BE SAW CUT AND
REMOVED PRIOR TO CROSSING
CONSTRUCTION. INSTALL DOWELLED
EXPANSION JOINT REFER
TO PCD-101 (BOTH SIDES)
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and certified by a Registered Professional Engineer of Queensland (RPEQ).
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VEHICLE CROSSINGS

RSD-100

1. SERVICES & ROAD FURNITURE WILL NOT BE MOVED FOR VEHICLE CROSSINGS IN PROHIBITED LOCATIONS.

2. THIS DRAWING TO BE READ IN CONJUNCTION WITH RSD-101.

3. W1 MAY NOT BE LESS THAN 4.0M AT ANY POINT, INCLUSIVE OF 500MM TAPERS.

4. W3 MAY NOT BE LESS THAN W2.

5. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS SHOWN OTHERWISE.
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